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JK REAR BUMPER AND TIRE CARRIER  
 

 

Installation Guide  ï AEV30105AA  
(Updated 5/10/10) 
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PLEASE READ BEFORE YOU START 
 

IN ORDER TO INSTALL THIS PART PROPERLY YOU OR YOUR INSTALLER MUST READ 
THESE INSTRUCTIONS THOROUGHLY BEFORE BEGINNING THE INSTALLATION.  
FAILURE TO DO SO MAY RESULT IN MISTAKES AND AFFECT THE QUALITY OF THE 
FINISHED PRODUCT. 
 

Included Parts QTY 

REAR BUMPER KIT  

Rear Bumper 1 

Corner Tanks 2 

LH Tank Cap 1 

LH Bumper Mounting Bracket 1 

Non-Skid Tape 1 

Master Hardware Pack 1 

  

TIRE CARRIER KIT  

Tire Carrier 1 

Spindle Mount 1 

Tailgate Bracket 1 

Tire Mount 1 

Backing Plate 1 

Master Hardware Pack 1 

  

TIRE CARRIER DELETE KIT  

RH Bumper Mounting Bracket 1 
 

Required Tools 
 

Common Hand Tools 

Drill Motor 

3/8ò Drill Bit 

2 Ĳò Hole Saw 

Reciprocating Air Saw or Cut Off Wheel 

File or De-burring Tool 

Center Punch 

 

Suggested Tools 

 

Ratcheting Wrench Set 
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VEHICLE PREPERATION 
 

A. REMOVAL OF THE  FACTORY REAR BUMPER 
1.  Remove the four bolts that attach each of the ñLò brackets to the frame and bumper.  

SAVE the ñLò brackets and bolts for later use.  MARK the ñLò brackets Left and Right. 
2. Remove the two bolts that attach each ñSò bracket from the bumper and rear cross 

member.  You can discard the factory rear bumper, ñSò brackets, and bolts if installing the 
AEV JK Rear Bumper.  If you are installing the AEV Tire Carrier only youôll need to save 
this hardware. 

 
 

  
ñLò BRACKET ñSò BRACKET 
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B. REMOVAL OF THE  FACTORY SPARE TIRE CARRIER 
1. NOTE:  If you are installing the AEV Rear Bumper ONLY you do not have to remove the 

factory spare tire carrier and can proceed to step I (page 14). 
2. Remove the vent bezel on the inside of the tailgate to access the connector for the CHMSL 

(Center High Mount Stop Lamp).  Use a pry tool to remove as shown.  
3. Remove the eight bolts that attach the factory spare tire carrier to the tailgate.  Reinstall the 

four bolts on the right side of the tailgate and SAVE the other four bolts to install the AEV Tire 
Carrier Bracket later. 

4. Remove the rubber tire bumpers from the Tailgate. 
5. If using the AEV CHMSL kit (PART#10404001AA) refer to the instructions at the end of this 

document.  NOTE: The stock CHMSL is not compatible with the AEV Tire Carrier. 
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INSTALLATION OF THE AEV TIRE CARRIER WITH OR WITHOUT 
THE AEV REAR BUMPER 

(IF INSTALLING THE AEV REAR BUMPER ONLY PROCEED TO PAGE 14) 

 
A. INSTALL THE AEV TAILGATE BRACKET 
1.  Install the AEV Tailgate Bracket using the four factory bolts from the stock tire carrier.  

Install the bracket so that it is centered both vertically and horizontally on the bolt holes.  
The easiest way to do this is to install two bolts hand tight at first, adjust the bracket and 
install and tighten all the bolts. 

 


