
Installation Instructions

INSTALLATION TIME SKILL LEVEL

1/2 Hour 1 - Easy

TOOLS

Vehicle Application

Header Bikini®,Safari Version

www.Bestop.com - We’re here to help! Visit our web site and click on “Ask a Question”. Click here for more Jeep Accessories by Bestop.

• Jeep Wrangler JK (2 Door)
 2007 and newer
 Part Number: 52585

This product must be used with a Windshield Header Kit Part Number 51243.
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Vehicles Without Door Side Rails
Locate the hook and loop strips sewn to the front 
corners of the Safari Bikini. Wrap them around the 
horizontal bar and fasten them to each other. Then 
locate the hook and loop strips sewn to the side of 
the Safari Bikini above the door. Wrap them around 
the horizontal bar and fasten them to each other. 
Do this on both sides of the vehicle.  

Secure Bikini Above Doors 

Vehicles With Door Side Rails
Locate the hook and loop strips sewn to the side of the Safari Bikini above the door. Tuck them under the 
Bikini above the Door Side Rail. 

Slip the plastic strip along the side of the Safari Bikini into the channel in the Door Side Rail. 

Fold the fabric insert from back to front so that it lays fl at on top of the horizontal sport bar. Locate the hook 
and loop strips sewn to the front corners of the Safari Bikini and wrap them around the horizontal bar to 
fasten them to each other. 

Repeat this on both sides of the vehicle.

Locate the buckle straps sewn to the side of the 
Safari Bikini near the rear corner. Wrap the strap 
under the Bikini and around the sport bars. Thread 
the end of the strap through the buckle and pull it 
tight. Repeat on the other side.  

Secure Side Buckle Straps

Locate the two (2) buckle straps sewn to the rear 
corners of the Safari Bikini. Wrap the straps around 
the sport bars and under the seat belt mounts. 
Thread the end of each strap through its buckle and 
pull it tight.   

Secure Rear Buckle Straps

Driver’s Door Opening

Front Hook and Loop Strips - Wrap 
around Horizontal Sport Bar 
and Fasten to each other

Tuck in Hook and 
Loop Strips

Plastic Strip - Slip 
into Channel in 
Side Rail

Front

Driver’s Door Opening Driver’s Door Opening

Fold Fabric Insert 
from Front to Back

Hook and Loop Strips - Wrap 
around Horizontal Sport Bar 
and Fasten to each other

Wrap Strap around 
Horizontal Sport Bar 
and Thread Through 
Buckle

Wrap Strap around Sport Bar 
and Seat Belt Mount and
Thread Through Buckle




