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6. Slide the winch to one side and reach behind the bumper from the top to access the
threads.  Use flat washers and large locking nuts in all locations except for #5 above,
which uses a thin locking nut and no washer

7. Tighten the 4 inner bolts slowly, while a helper makes sure the bumper is held in a
vertical position.  The mounting face should be flat against the winch mount

8. Install the fog lights on the brackets and put them into place on the outer bumper
mounting bolts

9. Place flat washers and large locking nuts on the outer bolts.  Slowly tighten and
torque into place

10. After the face bolts are tight, use the 3/8 bolts, washers, and lock nuts to fasten the
rear bumper brackets to bumper

11. Re-attach fog lamp wiring
12. Attach winch to winch mount using fasteners supplied by the winch manufacturer
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A. INSTALL SKID PLATE

1. Hold skid plate in position under bumper
2. Insert two self threading hex head bolts into outer mounting holes
3. Start threading bolts into position and snug.  Do not tighten at this time
4. Insert two self threading hex head bolts into the inner mounting holes under bumper
5. While holding skid plate up tightly against underbody, mark the 4 rear mounting holes

and center punch
6. Remove skid plate
7. Drill holes marked in #5 using a 3/8 inch drill bit
8. De-burr and treat holes with rust inhibitor or touch up paint
9. Re-install skid plate
10. Re-install the 4 self threading bolts in the front mounting holes
11. Use (4) 3/8 inch bolts, flat washers, and locking nuts in the rear mounting location
12. Torque all bolts
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Image enlarged below

- WARNING -
Check for clearance between drag link adjuster clamps and

skidplate. Place bolts vertical and rearward.
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Completed Assembly
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COMMENTS OR QUESTIONS?

American Expedition Vehicles
Phone: 406.251.2100
Email: tech@aev-conversions.com
Website: http://www.aev-conversions.com
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